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Tools used in this guide 

• 1 .5 mm Flathead Screwdriver (1) 

• Phillips #00 Screwdriver (1) 

• Spudaer (1) 



This guide will show you how to remove and replace your PSP speakers. 
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Step 1 - Battery 

• Turn the PSP over so its back is facing you. 
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Step 3 

• Using your finger, remove the battery upwards from the 
system as shown. 




Step 4 - Front Casing 

• Remove the screws, with a phillips #00 screwdriver, 
shown. 



• Be sure to sort the screws by their sizes and 
where they were located originally on the 
device so you can find them easily and put 
them back correctly during reassembly. 
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Step 5 

• Remove the screw from the bottom side of the PSP. 
Keep it separated from the rest of the screws. 
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Step 7 - LCD Screen 

• The Button Board, at the base of the LCD Screen, is 
held by two clips. 

• Pry these clips over the nubs using a PSP opening tool. 
This will release the clips. 

• The Button Board is still attatched to the 
PSP by a ribbon cable! 
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Step 9 

• The LCD Screen is held by the LCD Frame with similar 
clips. Slide a thin tool between the clip and the screen 
and gently pry them apart while beginning to lift the 
screen. 
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Step 11 

• The thin Ribbon Cable opens from the opposite side in 
which the Ribbon Cable enters. Open up the latch 
towards the Ribbon Cable. 

• The wide Ribbon Cable opens from the same side in 
which the Ribbon Cable attatches, and opens away 
from the cable. 

• Both of these latches are the black pieces. 

• Gently pull the ribbon cables away from the latches. 
The LCD screen can now be removed. 



• When reassembling - be careful which way 
you push the latches. The small one is very 
easy to break. 
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Step 13 

• After the screws are removed, the bottom of the LCD 
frame will rise. 

• Open up the UMD Drive, and then slide the top of the 
LCD frame slightly to the right while pulling out. 




Step 14 

• The speakers will now be exposed. 
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Step 15 

• The speakers should slide out fairly easily; it may be 
helpful to use tweezers to begin prying them out. 
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To reassemble your device, follow these instructions in reverse order. 



This document was last generated on Dec 18, 2010. 
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